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PRODUCT DESCRIPTION

Rated current 0.4Ato 1.0A.

Inductance:11uH to 4700uH.

Turnsratio:N1:N2=1:1+2%.

Inductance tolerance: +50/-30% at 20°C.
Operating temperature:-25°C to +105°C.

Industrial applications

Storage Temp:-0°C to +40°C.
Resistance to Soldering Heat:260°C for 10 sec.
Temperature Rise:40°C Typ. at Rated Current.
All parts meet ROHS compliance.

Part Impedance Inductance |ndl}:t2';?:2f1-u] Rated D.C.Resistor
Number (Q)Min (uH]+50/-30% (2-3short] curent | (01 Maxat 20°c | 1St Frequency
100KHz/100mV [uH]Typ (A)
FASCMO0904-110 160 11 0.08 1.00 120 20~300MHz
FASCM0904-250 450 25 0.15 0.90 120 20~150MHz
FASCM0304-510 800 51 0.20 0.80 150 20~100MHz
FASCM0904-101 600 100 0.25 0.70 100 3~20MHz
FASCM0904-471 1200 470 0.28 0.70 280 2~15MHz
FASCM0904-102 1800 1000 0.28 0.70 300 1~10MHz
FASCM0904-222 3000 2200 0.29 0.50 400 0.8~5MHz
FASCM0904-472 5000 4700 0.30 0.40 700 0.5~3MHz
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Part number A B c D E F a b c d
FASCM0904 9.00+0,5 | 5.50+0.4 | 4.70+0.4 | 2.54+0.3 | 0.50REF [ 5,50 REF| 1.20 REF | 4.50 REF | 10.5REF | 2.54 REF




