_ PRODUCT DESCRIPTION L

THROUGH-HOLE CURRENT @B
SENSING TRANSFORMERS
FAACSTO014-016 SERIES

FEATURES OPTIONS COMMON APPLICATIONS
Low profile.directly to PCB. Bulk is standard Air-Conditioner Current Control

PBT 949D Case burn-rasistant Custam dessgn acceptable Protection current transformer
apowy resinstable, Tasting Protaction system

Electronical monitoring system

ELECTRICAL CHARACTERISTICS

Performance&Specification for S0/&0H: series PerformanceBSpecification for High frequency[ LOKHz ~200KHz ]
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FARCETOLY 3 1z 2.3 1000 2.9 1 FAACSTOLE ] 20 2 1000 2
FAACETOLY 5 15 5 100 0.5 1 FAACSTOLE 10 20 5 500 25
FAACSTO1S - 15 2 2000 4.0 1
FAACSTOLS 3 10 1 2500 = 1

TECHNICAL INFORMATION & PHYSICAL CHARACTERISTICS

FAACSTOD14
-Insulation rasistanee: SO0V DG > 100KM0 18 BMax 2E0Max _ 2 1
Hi-Pat : 4000V 1A BOS * +
-Temperature ranga; -25°C to +85°C
-Storage Temperature: -40°C to +105°C
‘Resistance to soldering beat:260°C for 10 seconds
-Marking: Part number and date code 0801 14£0.1 3 q
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